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US Pro Second Bucket   

1. INTERNATIONAL ARTICLE NUMBER: 
147250 US Pro Second Bucket (10) 

2. PRODUCT CLASSIFICATION:  

 Floor cleaning 

 For UltraSpeed Pro flat mopping system 

3. COMPOSITION:  
 Plastic parts: Bucket body:  Polypropylene  

 Colour coding clips:  Polypropylene   
 Bail:   Polypropylene, zinc plated steel     

4. TECHNICAL DATA: 

 Typical Value Unit 

Weight  870 g 

5. PRODUCT PROPERTIES & PRODUCT USAGE 

 Part of the UltraSpeed Pro system 

 8L maximum fill capacity in use  
 Easy to put on and replace on the UltraSpeed Pro chassis 

 Turns a single bucket system into a double bucket system 

 Fits in front or behind the main bucket allowing the press to be mounted either: 
o In the middle of the two buckets 
o At the back of the system.  

 Unique front and back profile ensuring no water drips between the buckets in either configuration.  

 Can also be used to carry chemicals and cloths 

 Ergonomic and strong handle grip 

 Easy pouring spout of both large and small amounts of water 

6. STORAGE, TRANSPORTATION & DISPOSAL 
Keep palletized products in a cold and dry place. Avoid exposure to direct sunlight. Product is not subject to 
transportation regulations for hazardous substances or chemicals. Disposal via landfill or incineration 
possible 

7. QUALITY APPROVALS / COMPLIANCE WITH INTERNATIONAL STANDARDS 
This product is manufactured conforming to appropriate standards within FHCS Quality System 
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